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Basis machining casting system 

Resin MG 330 FR Comp. A

Hardener MG 330 FR Comp. B

Colour beige
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• fast curing
• sprayable
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MG 330 FR / Comp. A+B

Resin
MG 330 FR Comp. A

Hardener
MG 330 FR Comp. B
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volume 53001

Viscosity at 25°C mPas 2000 ± 500 5200 ± 200 120 ± 20

Density at 20°C g / cm3 1,44 ± 0,02 1,44 ± 0,02 1,22 ± 0,02

--05 - 04sdnocesC°02 ta efil toP

--02 - 01.nimTR ta emit gniruC

eulaVtinU.meriuqer .tcepsnIseitreporP

5 ± 26aPM871 OSI NEhtgnerts laruxelF

051 ± 0072aPM871 OSI NEsuludom laruxelF

1 ± 5%871 OSI NEegakaerb ta htgnerts laruxelF

2 ± 05aPM406 OSI NEhtgnerts evisserpmoC

m/Jk971 OSI NE)yprahC( ecnatsiser tcapmI 2 13 ± 2

2 ± 77C°B 57 OSI NE NID)TDH( ecnatsiser taeH

2 ± 38D erohS50535 NIDssendrah erohS

1Bssalc2014 NIDnoitacifissalc ytilibammalF

seitreporPsnoitacilppA

Processing data

Physical data

Sales units (packages)



Technical
Datasheet MG 330 FR / Comp. A+B

tooling resins                    .                    blocks                      .                    ancill aries                    .                    silicones

as of: 05.05.2008 Revision: 0-UK Page: 2

Processing instructions

Since MG 330 FR Comp. A contains fillers, which under special circumstances or temperatures, tend to sedimentation, careful
stirring before mixing is essential. 

Storing

Storage at  room temperature (18-25 °C)  in closed original container  6 months.
Already opened containers should be closed immediately after use and should be used as soon as possible.

Safety measure

Please follow the precaution instructions of the Government Safety Organisation of the chemical industry when working with this
material. Please follow safety advices !

Waste Disposal

According to arrangement with local authorities cured material can be disposed as domestic or commercial waste.
Non-cured products are waste which is subject to inspection and has to be disposed accordingly. 
In case of further questions please do not hesitate to contact our  Department for Product Safety

The instructions and recommendations are given in good faith and are based on long experience and careful tests.  Since the conditions of use are beyond our
control, and due to versatility of applications and working methods, we can’t give any guarantee. All information are non-binding and are no guarantee for special
characteristics or properties of the product. Despite information given from ebalta the customer has to make his own tests regarding applications and processing. If
any special warranty is requested, written agreement on this subject is essential. 
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